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Settings pane
The Settings pane contains general information about the suite, including your own notes and the location of the 
Results directory.

The Settings Pane

2 Add a system-under-test (SUT) to your Connection List
The Connection List works a lot like a typical chat program- you select the SUT you want to connect to, and click the 
Connect button.

Before you can open a connection to a SUT, you need to add the SUT to your Connection List, as described below. If 
you already have an available SUT in your Connection List, go to step 3: Open a VNC connection with a SUT.
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Adding a SUT to the Connection List: Step-by-Step

1  In the Connection menu, choose Connection List.

2  In the Connection List, Click Add.

3  Fill in the text fields with the SUT’s connection information:

•  Server: Host Name or IP: The SUT’s host name, such as vine.testplant.com, or IP address.

•  Port: The port number used by the SUT’s VNC server (5900-5909).

•  Password: The password given in the SUT’s VNC server program.

Optional settings

Connect securely SSH: If you have SSH installed on your EggPlant computer and enabled in EggPlant, you have 
the option to open secure connections with SUTs outside your local network. For more information, see “Opening 
Secure Connections” in the EggPlant: Reference Manual; otherwise, continue without selecting this checkbox.

Color depth: In some situations, the speed of your VNC connection is more important than the color accuracy of 
the Viewer window. When this is the case, you might experience faster performance by simplifying the level of color 
detail (color depth) that EggPlant draws in the Viewer window.

To increase or decrease color depth, choose a value in the Color Depth pop-up menu. 
To draw the SUT with the same color depth you see on its native display, choose Default.

Note: When you are running scripts, remember to keep the color depth the same as it was when you captured your 
images; otherwise, the color differences might be too great for EggPlant to recognize the images.

3 Open a VNC Connection to your SUT
Because visual images are such an integral part of EggPlant scripts, you must be able to see and interact with a SUT 
to begin creating scripts.

To open a VNC connection with a SUT, select the SUT; then click the Connect button.

http://www.testplant.com
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The Connection List

The SUT you are currently working with (the active SUT) is marked by a gold halo in the Status column. For more 
information, see “The Connection List” in the EggPlant: Reference Manual.

4 Capture images and write scripts
Capturing images and writing scripts are grouped together because they are often done simultaneously. As you cap-
ture images, you can insert them directly into your script.

The Script Editor
When you open a script (or create a new script), a Script Editor window opens. You can always edit your scripts in 
the Script Editor, but when you’re getting started you might find it easier to script through the Viewer window as you 
capture images. 

http://www.testplant.com
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The Viewer window
The Viewer window shows an image of the SUT as you would see it on its own display. In the Viewer window, you 
can control the SUT manually in Live Mode, and capture images in Capture Mode.

The Viewer window

http://www.testplant.com
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5 Run scripts
The Run window displays information about the currently running script. In the Run window you can manually control 
script execution, view script output as it is generated, and follow the progress of the script with animation or tracing.

The Run window

http://www.testplant.com
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6 Read test results
The Results pane in the Suite Editor contains records of the tests you have run in the current suite. For each script, 
there is a record of all of the tests performed, the complete results Log for each test; and images captured during 
script execution.

Script Results

http://www.testplant.com
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Connecting under Special Circumstances

Reverse VNC Connections
If you are unable to configure the firewall of a SUT to accept VNC connections, you can often open a reverse con-
nection, in which the SUT initiates the VNC connection and the EggPlant computer accepts it. 

The EggPlant side of reverse connections is described below; for the SUT, please refer to its VNC server documenta-
tion.

Preparing EggPlant for Reverse Connections: Step-by-Step

1  In EggPlant's VNC preferences, select the Listen for Reverse Connections checkbox. 

2  In the Port field, specify the port number for reverse connections. (The standard port for reverse VNC 
connections is 5500.)

3  Configure your router and (and any additional firewall on your system) to allow connections on port 5500.

http://www.testplant.com
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Troubleshooting Connection Issues
Connection error Possible Cause Solution

FAILED: No such host EggPlant does not recognize the 
network name you are using.

Try using the SUT’s IP address instead.

FAILED: Temporarily unable 
to connect: Operation timed 
out

EggPlant cannot see the IP ad-
dress.

Open the Network Utility and try to ping 
the IP address. If you can’t ping the IP ad-
dress, then you could be using the wrong 
IP address.

Make sure that the SUT’s firewall is allow-
ing VNC connections.

FAILED: Temporarily un-
able to connect: Connection 
refused

The IP connection to the SUT has 
been established, but EggPlant 
cannot connect to the VNC server 
on the SUT.

The IP connection to the SUT has been 
established, but EggPlant cannot connect 
to the VNC server on the SUT.

FAILED: Remote Login 
Failed - Password Rejected

The password in the Connection 
List is incorrect, or the password in 
the VNC server was typed incor-
rectly.

Re-enter the password in the Connection 
List.

Try retyping the password in the VNC 
server on the SUT.

Viewer window updates are 
very slow in Live Mode.

This is probably a network issue. Discuss the issue with your system ad-
ministrator. (As a test, create a direct con-
nection between EggPlant and the SUT to 
see if this improves performance.)

http://www.testplant.com
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